(2) Soon after the receipt of the notice referred to in sub-clause(1) above, the Authority shall send a team of officers to the proposed building site and the layout for foundation of the proposed multi-storied building shall be made in presence of those officers. The team shall also submit a report to the Authority to the effect that the layout has been made as per the approved plan.


(3) During or soon after the construction of the foundation work of the multi-storied building, the Vice-chairman of the Authority or his representatives or independent Engineer/Architect appointed by Authority shall inspect the construction to ensure that the setbacks, coverage, basement if any, and foundation standards are according to the approved plan.


(4) The applicant/builder shall submit periodic progress report after casting of each floor slab in Form-VIII.

61.    Application
(1)
The application shall include a  key plan showing

A. 
The means of access from the street or streets to all the buildings   existing and   proposed at the site, to the parking space and facilities provided at the site for scavengers and fire protection;

      B.      
the space to be left around the building for access parking, circulation of air, light and other amenity;

C.
 the disposal system of storm and domestic refuse water; and

     D. 
   Rain water harvesting structures.




(2)   Building Plans showing
A
Plans of all floors and covered area indicating clearly size and spacing of all framing members and sizes and arrangement of rooms and the position of stair-cases, ramps, lifts and circulation spaces;

B.
Longitudinal cross section of the building including size of footings,     basement and super structure framing members and details of building and room heights and of staircases;

A. Plans and sectional details of water supply, drainage and sewerage system of the building;

B. Internal electrical design;

C. The general lay-out of the columns and load bearing walls; and

D. A land scape plan showing the areas to be developed as lawn, garden, plantation etc.

(3)No objection Certificate

1.   i.
In case of building having more than four floors or 15 (fifteen) meters and above height NOC from the Chief Fire Officer having jurisdiction, to the effect that the applicant has agreed to provide the fire fighting measures for the building as prescribed in the National Building Code,2005 and to the effect that the plan provides access for easy movement of fire service vehicles in case of a fire in future; and 

ii.In all multi-storied buildings, from the Executive Engineer of State Public Health Engineering Department having jurisdiction for provision of water supply and sewerage to the proposed building.

iii.From the Local authority in respect of drainage, solid waste disposal and sanitation.

2.
Statement and calculation sheets with regard to the plot area floor wise details of spaces under various categories like apartment or office spaces, lobby/circulation, staircases, lifts, mezzanines space, balconies and details of such area which are to be exempt from calculation of floor area ratio, and

3.
Details of structural plan and structural design including soil test certificate from a structural engineer. Provided further that while preparing the structural plan/ design following aspects shall be taken into account.

(A) The loads and forces including seismic forces and wind loads which are to be taken into account for structural design of building shall be in accordance with Section-1 (Loads) of Part-VI ( structural design) of the National Building Code of India,2005.

(B) The structural design of foundations and elements in structure  and super structure of wood, masonry reinforced and pre stressed concrete and steel shall be in accordance with Section-2 (foundation), Section-3 (Wood), Section-4(Masonry), Section- 5 (Concrete) and Section-6 (Steel) of Part-VI (Structural design) of the National Building Code of India, 2005.

     4.
All plans, drawings, statements, design details shall bear the signature of the applicant and shall be duly countersigned by an Architect. All documents and plans related to structural designs shall bear the full name and full signature of a Structural Engineer. Plans and documents relating to sanitary arrangements shall bear the full name and full signature of a Public Health Engineer.

Note:                                       1.
 The Architect who has prepared the plans shall put his registration number and seal on all plans and documents signed by him and shall also furnish a certificate to the effect that the he shall supervise the construction of the building and shall be responsible for any deviation from the approved plan except if the owner intimates that his services have been terminated.

2
The Structural Engineer, who has prepared the structural design, shall put his seal, and address on all the documents signed by him and shall also furnish a certificate to the effect that he shall supervise the structural part of the construction and shall be responsible for any structural failure except their     caused by unprecedented natural calamities in Form-VII and except if the owner intimates that his services have been terminated.

3.
All aspects related to structural design, building design, plumbing, electrical installation, sanitary arrangements, fire protection shall adhere to the specifications, standards and codes of practice recommended in the National Building Code of India,2005 and any breach thereof shall be deemed to be a breach of the requirements under these Regulations.
62.    Liability of
(1) For defective construction, the Authority shall sue the owners, 

         Defective
builders, architects and the engineers for both civil and criminal I          

         construction
infringement besides taking action under these Regulations.


(2) Without prejudice to the provisions of the Act, the actions to be taken by the Authority shall include stop constructions notices, cancellation of permission, and removal of unauthorized constructions. Such actions shall be notified.

63.    Maintenance   (1) The main entrance to the premises shall not be less than 5m. in width in order to allow easy access to fire engine. The gate shall fold back against the compound wall of the premises, thus leaving the exterior access way, within the plot, free for the movement of fire service vehicles. If archway is provided over the main entrances, the height of the archway shall not be less than 5(five) meters.


(2) For multi-storied group housing schemes on one plot, the access way within the premises shall not be less than 7.5(seven and half) meters in width and between individual building blocks, there shall be an open un-built space of 6(six) meters.


(3) The space set apart for providing access within the premises shall, in no case, be included in the calculation of requirements pertaining to parking spaces and other amenities required to be provided for the building.


(4) Every access way shall be properly drained and lit to the satisfaction of the Authority. Manhole covers or any other fittings lay within the right of way of the access way shall be flush with the finished surface level so as not to obstruct safe movement of men and vehicles.

