
(5) Reconstruction or addition or alteration to any multi-storied building shall not be taken in a manner which shall reduce the width of the access way to a level below the minimum prescribed under these Regulations.

64.    Exit  
 (1) Every multi-storied building meant for human occupation or assembly, shall be provided with exit sufficient to permit safe escape of the  occupants in case of fire or other emergencies.


(2) An exit may be door way, corridor, passage way to an internal or external staircase or to a verandah or roof or terrace having access to a street.


(3) Exits shall be so arranged as to provide continuous means of access to the exterior of a building or exterior open space leading to a street without passing through any occupied unit.


(4) Exits shall be so located that the travel distance on the floor shall not exceed twenty meters in case of residential, educational, institutional, and hazardous occupancies and thirty meters in the case of assembly, business, mercantile, industrial and storage occupancies. Wherever more than one exit is required for a floor of 

a building, exits shall be placed at a reasonable distance from each other as possible. All the exits shall be accessible from the entire floor area at all floor levels.


(5) There shall be at least two exits serving every floor and at least one of them shall lead to a staircase.

(6)The width of every exit shall not be less than one meter and shall be provided as per the following table.

TABLE– 13: WIDTH OF EXIST AND NUMBER OF OCCUPANTS AS PER TYPE OF OCCUPANCY.
	Sl. No.
	Type of occupancy
	Number of occupants per unit exit

	
	
	Stair Case
	Terrace

	(1)
	(2)
	(3)
	(4)

	1
	Residential
	25
	75

	2
	Mixed and other uses
	50
	75


Explanation:
A.   Lifts and escalators shall not be considered exits.

B
‘Travel distance’ means the distance from any point in the floor area to any exit measured along the path or egress except that when the floor areas are sub-divided into rooms, used singly and served by suite corridors and passage, the travel distance may be measured from the corridor entrance of such rooms or suites to the nearest staircase or verandah having access to the street.

65.   ICT landing
Every   multi   storeyed   building   complex   shall   provision    for           

        Points

information and  Communication Technology (ICT)   landing point        

in the form of a room near the main entrance gate of dimension not less than 3m x 4m and having 3m. clear height. The room shall have two fire proofs doors of 1.2m width opening outwards along with adequate ventilation in the form of windows/ventilators. Such room shall not be counted in coverage and FAR calculations.

66.   Penal Action
(1) Not withstanding anything contained  in  these  Regulations the

        against 
the   Authority   reserves   the  right to debar/back    list the builder/

        Builder/Tech- 
technical   person  who  had   deviated from  professional   conduct 

        nical personnel
or has made any fraudulent statement or has misrepresented/suppressed any material facts in his   application/plan or is involved in construction of the building deviating from the approved plan/norms of these Regulations.

(2) Before taking any action under clause (1) specified above the Authority shall issue a notice specifying the reasons thereof asking for a show-cause within 15 days as to why such builder/technical person shall not be debarred/black listed. After receipt of the show cause, if any, the same shall be placed before the Authority for a decision on debarring/black listing the technical person/builder. The decision of the Authority in this regard shall be published.

(3) An appeal against such order under sub-clause (2) above shall lie under section 18 of the Act.

67.   Occupancy of 
In addition to the general provisions of   the  following   provisions 

the building
shall be followed in case of multi storied buildings, apartments and group housing schemes

