(11) Every building except a residential building having less than four dwelling units will have parking space earmarked for ambulance, fire tender and physically challenged persons.

(12) In respect of Apartment Complexes/ Buildings/ Blocks, in sites up to 750 Sq.m the parking requirement shall be deemed to be met if the entire stilt floor is left for parking. A WC/ Toilet facility shall be provided for watch and ward in the stilt floor.

(13)  Apart from use of Basement for Services/Parking/ Storage, it may be used for other activities like library, Study Rooms, Games Room and Laundry Room only in case of Residential and Institutional Buildings.

36.    Interior 
       (1) At least one side of all the rooms intended for human habitation, if 

        Open space 
such room does not abut on the front or the rear or the side setbacks shall abut on an interior open space whose minimum dimension shall be 3 meters X 3 meters in cases of buildings up to a height of 12 meters.  In cases where the height of the building is more than 12 meters, the width of the interior open space shall be increased at the rate of one meter for every additional 3 (three) meters height. This provision shall be applicable to all categories of buildings, namely, residential, group housing, apartments, commercial, institutional, administrative, assembly.


(2) For ventilating the spaces for water closets and bathrooms ventilation shafts shall be provided with size as provided under clause – 8.2.5, part- 3 of NBC, 2005

37.    Height            
(1) The   following   appurtenant structures shall not be included in     

        Exemption of 
      the height of the building. 

        A building 

A. Roof   tanks  and  their supports (with support height not   

     exceeding 1 m.)


B. Ventilating, air conditioning, lift rooms and similar service 


     equipments.


C. Stair cover (mumty) not exceeding 3.00 m. in height and

A. Chimneys, parapet walls and architectural features not exceeding 1.2 m. in height.

B. Barsati over residential building not exceeding 2.5 m in height

C. Height of ceiling of upper basement roof not exceeding  1.5 mtr from the average surrounding ground level 

