(7) The Authority may allow premium FAR up to 0.25 on IT/ITES buildings on payment of fees to be decided by the Authority from time to time, on roads of width 18 m. and above with the approval of the Government. The Authority may refund the fee proportionate to 0.10 premium FAR in case of platinum/ gold certified green buildings.

(8) The benefit of un-utilized FAR in respect of Apartment Buildings/ Group Housing shall be made available to the Society and not to the Builder/ Developer.

(9) Exclusive multistoried parking blocks can be provided within the required setback area without reducing the driveway for the fire tender to the extent of minimum 6 meters. This will not be included in the calculation of coverage and FAR.


(10) FAR shall not include.

(A) Basements or cellars and space under a building constructed on stilts and used as a parking space, and air conditioning plant room used as accessory to the principal use;

(B) Electric cabin or substation, watchman booth of maximum size of 3 sq. m. with minimum width or diameter of 1.732 m., pump house, garbage shaft, and space required for location of fire hydrants, electric fittings and water tank, society room of maximum 12 sq. m.

(C) Projection and accessory buildings as specifically exempt from the open space/ setback requirement.

(D) Staircase room and lift rooms above the topmost storey, architectural features, and chimneys and elevated tanks of dimensions as permissible under the NBC- 2005; the area of the lift shaft shall be taken only on one floor.

34.   Height of a
(1) The height of the building shall be governed by the   limitations 

        Building
of Floor Area Ratio, open space (setbacks), and the width of the street facing the plot described as detailed below:

(A)The maximum height of a building shall in no case exceed 1.5 times X the width of the road on which the plot abuts + the minimum required front setback.  However, higher height on account of premium FAR may be permitted with the approval of the Authority.

 (B) If a building abuts on two or more streets of different widths, the building shall be deemed to face upon the street that has the greater width and the height of the building shall be regulated by the width of the street.

(2) Notwithstanding anything contained in Sub- Regulation (1) the height restrictions with respect to approach Funnels and Transitional area of Airport as detailed in Table – 8 & 9 shall be adhered to.

TABLE- 8: HEIGHT RESTRCITION WITH RESPECT 



TO APPROACH FUNNELS

	Distance from nearest runway end (in meters)
	Maximum Permissible height above the elevation of the nearest runway end (in meters)

	Up to 360
	0

	361 to 510
	6

	511 to 660
	9

	661 to 810
	12

	811 to 960
	15

	961 to 1110
	18

	1111 to 1260
	21

	1261 to 1410
	24

	1410 to 1560
	27

	More than 1560
	30


TABLE- 9 HEIGHT RESTRCITION WITH RESPECT TO 


       TRANSITIONAL AREA

	Distance of the Inner Boundary of the Transitional Area (Outer Boundary of the Air Port) [ Meters]
	Maximum Permissible height above the elevation of the airport reference point [ meters]

	Up to 21
	0

	22 to 42
	3

	43 to 63
	6

	64 to 84
	9

	85 to 105
	12

	106 to 126
	15

	127 to 147
	18

	148 to 168
	21

	169 to 189
	24

	190 to 210
	27

	More than 210M
	30


(3) Notwithstanding anything contained in the Tables under Regulation (1), no Radio Aerial, T.V Antenna, Cell phone tower or such similar type of installations exceeding 52 meters in height shall be erected without prior permission of the concerned Civil Aviation Authority.

(4) No building structure or installation exceeding the height indicated in the said Tables shall be permitted unless the applicant produces a ‘No-Objection Certificate ‘from the Airport Authority.

35.  Off Street 
(1) In    all      buildings including   Apartment      Buildings/ Group 

       Parking Space 
Housing, Hotels, Restaurants and Lodges, business buildings, commercials, Institutional buildings like schools and colleges, multi-storied buildings/complexes etc. and all other non-residential activities provision shall be made for parking spaces as per the following requirements.


TABLE – 10: OFF STREET PARKING SPACE FOR 



            DIFFERENT CATEGORY OF 




OCCUPANCIES

	
Sl.No
	Category of building/activity
	Minimum parking area to be provided as percentage of total built up area

	(1)
	(2)
	(3)

	1
	Shopping malls, Shopping malls with Multiplexes / Cineplex’s, Cinema Halls, Retail shopping centers & Hotels.
	40

	2
	Restaurants, Lodges, Other commercial Buildings, Office Complexes.
	30

	3
	Residential apartment buildings, Group Housing, Clinics, Nursing Homes, Hospitals, Institutional and Industrial buildings
	25


N:B:1.  (i)Parking to be provided  as percentage of  total built up area may be in basement/stilt floor and  setback/open spaces at ground level.
(ii) Basement(s) used exclusively for parking, storage and services shall not be counted towards FAR.

2. The parking spaces may be provided in (for all categories of buildings)


A. Basements or cellars


B. on stilt floor


C. open parking area


D. exclusive multi level car parking or


E.  Roof top parking in case of Commercial, IT and ITES and corporate buildings.

