(3) Notwithstanding anything contained in these Regulations in case of buildings with 21 m. or more in height, at least two lifts shall be provided.

41.   Mezzanine 
 Mezzanine floor may be permitted above any floor in all types of 

Buildings up to an extent of one- third of the actual covered area of that floor. All Mezzanine floors shall be counted toward FAR calculation, except the Mezzanine floor over the ground floor.

42.    Heritage
The Authority   may   notify heritage zones in consultation with the

         Zone
Archeological Survey of India, State Department of Archeology, Bhubaneswar, Rourkela Municipality, and the Art Commission.

(ii) Conservation of Heritage Buildings, Heritage Precincts and Natural features: Conservation of buildings, artifacts, structures, areas and precincts of historic and /or aesthetic and/or architectural and /or cultural significance (Heritage buildings and heritage precincts) and/or natural features of environmental significance shall be taken up by the Authority Rourkela Municipality in accordance with the relevant provisions in-force and those framed from time to time. 


43.   Barrier free
Barrier  free  environment  is  one,  which   enables   people   with 

        access for the
disabilities to move about safely and freely and to use all facilities       

        Physically
within the built environment. The goal of  barrier   free design is to    

       Challenged 
provide an environment that supports the independent functioning   

       Person 

of   individuals   so   that they   can get  into  and  participate in all 



activities without assistance.

.



The main purpose is to integrate disabled and elderly persons fully in to the society. In view of the above the Govt. of India has enacted the Disabilities Act 1955. Sections44, 45, and 46 of the Act stipulate that the appropriate Governments and  local authorities to ensure provisions of barrier free facility in all new govt. buildings and public utilities roads and transport. Also in 1996 Govt. of India enacted another Persons with Disabilities (Equal Opportunity, Protection of Rights and Full Participation) Act for the Barrier Free Environment for differently abled persons. 

   
(1) Site development:


Level of the roads, access paths and parking areas shall be described in the plan along with specifications of the materials.


(2) Access Path/ Walk Way: 


Access path from plot entry and surface parking to building entrance shall be minimum of 1800 mm. wide having even surface without any steps. Slope, if any, shall not have gradient greater than 5%. Selection of floor materials shall be made suitably to attract or to guide visually impaired persons (Limited to colored

