any deviation from the approved plan except if the owner intimates that his services have been terminated.

2
The Structural Engineer, who has prepared the structural design, shall put his seal, and address on all the documents signed by him and shall also furnish a certificate to the effect that he shall supervise the structural part of the construction and shall be responsible for any structural failure except their     caused by unprecedented natural calamities in Form-VII and except if the owner intimates that his services have been terminated.

3.
All aspects related to structural design, building design, plumbing, electrical installation, sanitary arrangements, fire protection shall adhere to the specifications, standards and codes of practice recommended in the National Building Code of India,2005 and any breach thereof shall be deemed to be a breach of the requirements under these Regulations.
62.    Liability of
(1) For defective construction, the Authority shall sue the owners, 

         Defective
builders, architects and the engineers for both civil and criminal I          

         construction
infringement besides taking action under these Regulations.


(2) Without prejudice to the provisions of the Act, the actions to be taken by the Authority shall include stop constructions notices, cancellation of permission, and removal of unauthorized constructions. Such actions shall be notified.

63.    Maintenance   (1) The main entrance to the premises shall not be less than 5m. in width in order to allow easy access to fire engine. The gate shall fold back against the compound wall of the premises, thus leaving the exterior access way, within the plot, free for the movement of fire service vehicles. If archway is provided over the main entrances, the height of the archway shall not be less than 5(five) meters.


(2) For multi-storied group housing schemes on one plot, the access way within the premises shall not be less than 7.5(seven and half) meters in width and between individual building blocks, there shall be an open un-built space of 6(six) meters.


(3) The space set apart for providing access within the premises shall, in no case, be included in the calculation of requirements pertaining to parking spaces and other amenities required to be provided for the building.


(4) Every access way shall be properly drained and lit to the satisfaction of the Authority. Manhole covers or any other fittings lay within the right of way of the access way shall be flush with the finished surface level so as not to obstruct safe movement of men and vehicles.


(5) Reconstruction or addition or alteration to any multi-storied building shall not be taken in a manner which shall reduce the width of the access way to a level below the minimum prescribed under these Regulations.

64.    Exit  
 (1) Every multi-storied building meant for human occupation or assembly, shall be provided with exit sufficient to permit safe escape of the  occupants in case of fire or other emergencies.


(2) An exit may be door way, corridor, passage way to an internal or external staircase or to a verandah or roof or terrace having access to a street.


(3) Exits shall be so arranged as to provide continuous means of access to the exterior of a building or exterior open space leading to a street without passing through any occupied unit.


(4) Exits shall be so located that the travel distance on the floor shall not exceed twenty meters in case of residential, educational, institutional, and hazardous occupancies and thirty meters in the case of assembly, business, mercantile, industrial and storage occupancies. Wherever more than one exit is required for a floor of 

a building, exits shall be placed at a reasonable distance from each other as possible. All the exits shall be accessible from the entire floor area at all floor levels.


(5) There shall be at least two exits serving every floor and at least one of them shall lead to a staircase.

(6)The width of every exit shall not be less than one meter and shall be provided as per the following table.

