32.   Minimum setbacks 
For high-rise / multi- storied buildings, the open spaces 

        For high rise                  around the building shall be as given in the table below;

        Buildings 

TABLE- 6: PROVISION OF EXTERIOR OPEN SPACES 


        AROUND THE BUILDINGS

	Sl. No.
	Height of the Building in meters.
	Exterior open spaces to be left out on all sides in m. (front rear and sides in each plot)

	1
	15 and above & up to 18
	5

	2
	More than 18 & up to 21
	6

	3
	More than 21 & up to 24
	7

	4
	More than 24 & up to 27
	8

	5
	More than 27 & up to 30
	9

	6
	More than 30 & up to 35
	10

	7
	More than 35 & up to 40
	11

	8
	More than 40 & up to 45
	12

	9
	More than 45 & up to 50
	13

	10
	More than 50 & up to 55
	14

	11
	More than 55
	16


Note: (i) 
On sides where no habitable rooms face, a minimum space of 9.0 m. shall be left for heights above 27.0 m.

      (ii)

 In case of multi storeyed buildings the exterior open space around a building shall be of hard surface capable of taking load of the fire engine weighing up to 45 tones.

iii)            One Guard room at the entrance & exist of the multi storied building may be permitted with maxm. Covered area of 6 Sq. m with maximum Ht. of 2.4 mtr in the setback area towards outer wall of the property.
