Part IV (Fire and life safety) of National Building Code of India,2005

54.   Liquefied
(1) Vacant    space    shall    be   maintained   at  all  times, with the
        Petroleum
following    distances    for   storage   sheds used  for the storage of 

        Gas
liquefied petroleum gas cylinders between any building, public space, public road or  
any adjoining property which may be built upon and the said storage Shed.

TABLE-11: MINIMUM DISTANCE REEQUIRED FOR STORAGE SHED OF LIQUIFIED PETROLIUM GAS 

CYLINDERS

	Quantity of Compressed Gas

In cylinders (kg.)
	Minimum Clear Distance to be

Kept (meters)

	0-100
	1

	101-1000
	3

	1001-4000
	5

	4001-8000
	7

	8001-12000
	9

	12001-30,000
	12

	Over 30,000
	15


(2) Not withstanding anything contained in the conditions specified above, cylinders containing liquefied petroleum gas exceeding 100 kilograms but not exceeding 300 Kilograms may be kept in a storage shed forming part of, or attached to building, if it is separated there from by a substantial partition and the only means of access to it is from outside. Such a storage shed shall not be situated under any staircase or near other entrances to or exits from the rest of the building or other buildings. A shed used for storage of liquefied petroleum gas cylinders shall be surrounded by a suitable fence to prevent unauthorized persons from having access to the shed.

55.   Petrol

(1) Minimum distance from the road intersections shall be

        Pump

A. For minor roads less than 30m.   Row 50m






B. for major roads more than 30m. Row 100m

(2) the minimum distance of the property line of petrol pump from the centre line of the road shall not be less than 15 meters on road having less than 30 m width. In case of roads having 30 m or more width the width of the road shall be protected

(2) Plot Size:

A. Only for filling stations-30 x 17 m

B. Filling cum-service station-36m x 30m

C.
Frontage of the plot shall not be less than 30m

(4) New petrol pump shall not be located on roads having less than 18m width.



      (5) (A) Other Controls



i. Ground Coverage -20%




ii. FAR
          -0.20




Iii.Max. Height          -7 m




iv Canopy equivalent to permissible ground coverage within




    Set back line




 v. Front set back        - minimum 6 m



      
(B)  Other Regulations




i   NOC from Explosives/ Fire Department




ii. License from the District Collector




Iii.Ground coverage will exclude canopy area



      
(C) Compressed natural Gas (CNG) Mother Station




i
Plot Size (Max)

-
36 x 30m




ii.
Maximum ground coverage
-
20%




iii.
Maximum height 

-
7 m (single storey)




iv
Building component

-
Control room/office/










Dispensary, store,










Pantry and W.C.

Farm     56. 

For construction of Farm House Building in Agriculture and forest 

House


Use Zone

(1) Minimum size of plot shall be 0.5 hectares

(2) Maximum coverage and FAR shall be as given table below:-



  TABLE – 12: MAXIMUM COVERAGE AND FAR
	

a
	Maximum permissible ground

Coverage for all types of activity
	15 percent

	b
	Maximum permissible FAR
	0.25

	c
	Residential accommodation of

Watch and ward/ maintenance staff
	100 sq.m

	D
	Maximum height
	7.0 m

	E
	Set backs
	Front/side abutting road

15.0 m and all other sides 9.0 m


