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            SANITATION REQUIREMENTS FOR FACTORIES

	Sl.No.
	Sanitary Unit
	For Male Personnel
	For female Personnel

	1
	Water Closet
	1 for 15 persons

2 for 16-35 persons

3 for 36-65 persons

4 for 66-100 persons

For 101 to 200 persons

Add at rate of 3%. From over 200 persons, add at the rate of 2.5%
	1 for 1-12 persons

1 for 13-25 persons

2 for 26-40 persons

3 for 41-57 persons

4 for 58-77 persons

5 for 78-100 persons

For 101 to 200 persons

Add at the rate of 5%

From over 200 persons

Add at the rate of 4%

	2.
	Ablution Taps
	One in each W.C.
	One in each W.C.

	3.
	Urinals
	Nil upto 6 persons

1 for 7-20 persons

2 for 21-45 persons

3 for 46-70 persons

4 for 71-100 persons

From 101 to 20 the rate of 3% for over 200

Persons add at the rate of 2.5%
	

	4
	Washing Taps with draining arrangement
	One for every 25 persons or part thereof

	5.
	Drinking Water Fountains
	One for every 100 persons with a minimum one on each floor

	6
	Baths preferably showers
	As required for particular trade or occupation


Note:  
1) For many trades of a dirty or dangerous character, more extensive provisions are required.

ii)  One water tap with draining arrangement shall be provided for every 50 persons or part thereof in the vicinity of water closet and urinal.

iii)  Crèches where provided shall be fitted with water closets (One for 10 persons or part thereof), wash basins(1 for 15 persons or part thereof) and drinking water tap with drinking arrangement for every 50 persons or part thereof

